
 

FEATURES

™BARCODE READER FOR THE PALM  HANDHELDS™

Add a Barcode reader to YOUR Palm Handheld !!!!!!
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Ergonomic design for easy scanning
Triggerless operation
Laser barcode scanner for fast operation
Self Powered and rechargeable
Recharges in Standard Palm Cradle
Secure mechanical attachment 
Easy attachment and removal  
Hotsync with the Grabba attached
Supports most popular barcode symbologies
Auxillary input devices can be connected eg GPS
Compatible with m125,m130,m500,m505,m515,i705
Easy Software integration using SDK
Keyboard input replacement software available

 

Firmly attaches to the Palm

Hotsync and recharge as one unit

Q Sales Force Automation Q Sales Force Automation 

Q MerchandisingQ Merchandising

Q Inventory Control Q Inventory Control 

Q Asset TrackingQ Asset Tracking
Q Stocktaking  Q Stocktaking  

Q Point of Sale  Q Point of Sale  

 Q Maintenance Tracking    Q Maintenance Tracking   

Q  Service IndustriesQ  Service Industries

Q Medical tracking   Q Medical tracking   

Don’t be locked into older technology
Just add  the latest model Palm !!!



SPECIFICATIONS

are the properly 

registered

Grabba U1 barcode reader for Palm Handhelds 

 

Scan Field 

 

Headquarters:
Grabba Barcode Readers
GRIPON AUSTRALIA PTY LTD.
2/321 KELVIN GROVE ROAD, KELVIN GROVE, 
BRISBANE, QLD, AUSTRALIA 4059
TEL:61 7 33524747  FAX: 61 7 33523737  
Web www.gripon.com  Email: grabba@gripon.com

Available from:

Supported Barcode Types 
 

· All UPC/EAN/JAN 
· Code 39 / Code 39 Full ASCII 
· Code 128 
· Interleave 2of 5 / Industrial 2of5 
· Matrix 2of 5 
· CODABAR/NW7 
· BC 412 
· Code 11 
· MSI/PLESSEY 
· Code 93 
· Code 32 / China Postage / Italian Pharmacy 

 

Dimensions:  
      Length 107mm 
      Width 62mm 
      Height 19mm 
Weight: 195g 
Operating Voltage 5V 
System Interfaces: Palm with Universal Connector  
Indicators (LED): Laser On, Good Scan & Charge 
Battery pack:  
      Type NiMH Rechargeable 
      Nominal Voltage 2.4V 
      Capacity 650mAH 
      Charge time 4 Hours 
Laser Details:  
      Scan Speed 52 scan lines per second 
      Scan Pattern Single scan line 
      Light Source Visible Laser Diode 675 nm 
      Laser class Class II 
      Output power 0.8mW Peak 
      Laser system compliance 21 CFR 1040.10 & 1040.11 
Print Contras t: 35% min reflectance difference 
EMC Certification: FCC, CE, C-Tick (N2906) 

Environmental:  

      Operating Temp 0° è 40°C (32°-104°F) 

      Storage Temp -40°è 60°C (-40°-140°F) 

      Humidity 5 è 95% (non condensing) 

Enclosure:  

      IP Rating      (IEC 60529) 52 

      NEMA class 12 

 

All universal connector Palm handhelds supported. 

* Palm is a trademark of Palm, Inc. Registered in the US and other 
countries. 
Grabba and Gripon are trademarks of Gripon Australia.
Patents Pending, Registered Design
Grabba is proudly manufactured by Gripon Australia Pty Ltd
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